OWNER WILL:
1. REMOVE EXISTING AG-LIME INFIELD SURFACE
2. FURNISH NEW JOX BOX ORIGINAL TURF BATTER'S BOXES
3. FURNISH NEW BASES AND PITCHING RUBBER
4. FURNISH AGGREGATES AND DRAIN TILE MATERIALS, DELIVERED TO THE PROJECT SITE.

CONTRACTOR WILL:
1. GRADE AND PREPARE SUBGRADE SURFACE TO PROVIDE PROPER GRADES AND DRAINAGE
2. INSTALL 4" PERIMETER INFIELD DRAIN TILE, CONNECTED TO EXISTING STORM SEWER (SEE DETAIL)
3. INSTALL NEW 8" FIELD SECTION (SEE DETAIL). GRADES TO BE FIELD VERIFIED, TYPICAL CONICAL DRAINAGE PATTERN @ 0.75% SLOPE
4. INSTALL OWNER PROVIDED JOX BOX BATTER'S BOXES, BASES AND PITCHING RUBBER

CAMPUS REC TYPICAL SOFTBALL FIELD

4" BRYAN RED BALL DIAMOND AGGREGATE
4" CLEAN WASHED SAND
3/8" CLEAN WASHED ROCK
4" DRAIN TILE

FIELD SECTION